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Ko e h l e r  N ex Pu re ®  Te a

Description: Uncoated kraft paper with a machine-glazed surface and rough reverse 

Application: Suitable for tea sachets 

Format: Reel 

Features & Suitable for cold seal application 
Benefits: Without added OBA

Suitable for direct food contact
High bulk and stiffness 
Excellent crimping properties 
Natural appearance and feel 

Printing: Especially suitable for rotogravure and flexo printing

Product specifications:
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Preliminary product data sheet

Technical values are informative and subject to production variations. Responsibility for testing the suitability of the product for specific applica -
tion lies with the purchaser.

Planned certificates: BfR Food Certificate, FDA Food Certificate, FSC® Chain-of-Custody, ISO 14001, ISO 9001, ISO 22000

Standard Unit

Substance ISO 536 gsm 62 70
Thickness ISO 534 µm 74 84
Whiteness R 457 OS ISO 2470 % 85 85
Tensile Strength MD ISO 1924-1 N/15 mm ≥ 38 ≥ 40

CD ISO 1924-1 N/15 mm ≥ 17 ≥ 18
Elongation MD ISO 1924-1 % ≥ 2.0 ≥ 2.0

CD ISO 1924-1 % ≥ 2.3 ≥ 2.3
Bursting Strength Mullen ISO 2758 kPa ≥ 90 ≥ 100

NexFlex® . Flexible packaging paper


